
Product size
Product net weight

Power
Standard accessories Ba�eries, English manual

1.5V ba�ery (R03) x 3
32 x 26mm
160 x 50 x 28mm
118g
Blister
UT363: 40pcs; UT363BT: 20pcs
UT363: 505 x 330 x 280mm; UT363BT: 332 x 262 x 290mm
UT363: 8.42kg; UT363BT: 4.2kg

Display

Standard individual packing
Standard quan�ty per carton
Standard carton measurement
Standard carton gross weight

Characteris�cs

UT363/UT363BT are mini wind speed and temperature meters. UT363 and UT363BT
can measure wind speeds up to 30m/s. UT363BT can transfer measurement data
through Bluetooth to UNI-T's custom mobile APP (iENV2.0) for further analysis, storage,
and export. iENV2.0 can be downloaded from Google Play, Apple Store or UNI-T's 
website by searching 'iENV2.0'. 

UT363
Cer�ficates CE, UKCA
Wind speed
Wind speed accuracy
Wind speed resolu�on
Temperature

0~30m/s
±(5%+0.5)

0~30m/s
±(5%+0.5)

0.1m/s 0.1m/s
-10~50°C/14~122°F -10~50°C/14~122°F

Temperature accuracy
Temperature resolu�on
Wind scale
Wind scale accuracy
Sampling rate
Bluetooth APP

±2°C/±4°F ±2°C/±4°F
0.1°C/0.2°F 0.1°C/0.2°F
Level 0~12 Level 0~12
±1
0.5s

±1
0.5s
√

UT363BT

(UT363BT) (UT363BT)

UT363BT

Specifica�ons

Features
MAX/AVG Data hold

Auto power off
Low ba�ery indica�on

LCD backlight
Overload indica�on
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UT363/UT363BT
Mini Anemometers




